
 Class 3 (modular return path) and class 4 (fi xed return 
path) amplifi ers

 ZAMAK amplifi er housing 

 High effi  ciency switched-mode power supply

 Low consumption

 Easy testing. Input test (-20dB) and output test(-20dB)

M
IC

RO
KO

M
 F

UL
LY

 C
ON

FI
GU

RA
BL

E 
AM

PL
IF

IE
RS

 F
OR

 C
AT

V 
AP

PL
IC

AT
IO

NS

FULLY CONFIGURABLE AMPLIFIERS
FOR CATV APPLICATIONS

FORWARD PATH
  Selectable input equalizer (0-18dB, 2dB steps)
  Selectable input attenuator (0-18dB, 2 dB steps)
  Selectable interstage equalizer (0/6dB)
  Selectable interstage attenuator (0/6dB)

RETURN PATH
  Selectable input attenuator (0-18dB, 2 dB steps)
  Selectable interstage equalizer (0/3/6dB)

The new MicroKom Series, composed of a range of amplifi ers
for CATV distribution in small/medium size buildings,
is one step further on the design, fl exibility and manufacturing
of this kind of products.

FULLY CONFIGURABLE by means of plug-in jumpers
with a very intuitive block diagram as support

MICROKOM SERIES

OPERATORS 
APPROVED



Class 3 Class 4

MICROKOM

PRODUCT RANGE

 MicroKom C3 with Modular Return Path
534602  Forward Path 20 dB. Return Path 5-65 MHz 20 dB

534702  Forward Path 24 dB. Return Path 5-65 MHz 20 dB

536602  Forward Path 30 dB. Return Path 5-65 MHz 25 dB

536702  Forward Path 35 dB. Return Path 5-65 MHz 28 dB

 MicroKom C3 Return Path Module
455320  Return Path 5-65 MHz 20 dB

455325  Return Path 5-65 MHz 25 dB

455328  Return Path 5-65 MHz 28 dB

References 534602 534702 536602 536702 534202 534302 534402
Forward path
Frequency range MHz 85 ··· 862 
Gain

dB

20 24 30 35 20 30 35
Nominal value deviation ± 1
Linearity ±1,5
Input attenuator (2dB steps) 0…18
Interstage attenuator 0/6
Input equalizer (2dB steps) 0…18
Interstage equalizer 0/6
Noise figure ≤ 7,5
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l DIN 45004B
dBµV

118
CSO (42 channels 862 MHz) 60dB 100
CTB (42 channels 862 MHz) 60dB 100

Return losses
dB

> 12
Test socket - 20
Return path
Frequency range MHz 5…65
Gain

dB

20 20 25 28 20 25 28
Nominal value deviation ± 1
Linearity ± 1
Input attenuator (2dB steps) 0…18
Interstage equalizer 0/3/6
Noise figure ≤ 6

O
ut

pu
t

le
ve

l DIN 45004B
dBµV

118
64QAM 4TP  (in compliance with 
KBW standard)

>115
1.0 e-8

Return losses
dB

> 12
Test socket - 20
General 
Power consumption Watt 5 5 5.5 6 5 5.5 6
Mains voltage Vac/Hz 207 - 253 / 50-60

Operating temperature ºC -10 … + 45
Electrostatic discharges protection 
(EN61000-4-2)

kV 8

Protection class class II isolation
Protection index IP 20
Connectors HF type F-female
Dimensions (W x H x D) / Weight mm/g 185 x 80 x 35 / 400

PRODUCT RANGE

 Microkom C4 with Fixed Return Path
534202  Forward Path 20 dB Return Path 5-65 MHz 20 dB

534302  Forward Path 30 dB Return Path 5-65 MHz 25 dB

534402  Forward Path 35 dB Return Path 5-65 MHz 28 dB

FULLY AUTOMATED PRODUCTION INTEGRATING THE NEW GENERATION OF MICROCOMPONENTS
DESIGNED WITH THE NEW GENERATION OF MICROCOMPONENTS,  THE MICROKOM PRODUCTS STAND OUT FOR THEIR CONFIGURABILITY AND 
THEIR LOW CONSUMPTION
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MICROKOM
INTUITIVE BLOCK DIAGRAM
ONCE OPENED (UNTIGHTENING THE SCREW LOCATED ON ITS FRONT), AN INTUITIVE BLOCK DIAGRAM EXPLAINS HOW THE AMPLIFIER WORKS TO 
ACHIEVE THE DESIRED OUTPUT LEVEL.

BLOCK DIAGRAM

*  Class 3 Modular Return Path 
 Class 4 Fixed Return Path  

0 dB 6 dB0 dB 6 dB

Forward path 
input attenuator
0-18 dB, 2 dB steps

Forward path 
input equalizerr
0-18 dB, 2 dB steps

Forward path 
interstage equalizer
0 or 6 dB

Forward path 
interstage attenuator
0 or 6 dB

Forward path output
Return path input

Return path
input attenuator
0-18 dB, 2 dB steps

Return path
interstage equalizer

0/3/6 dB

Forward path input
Return path output
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